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Kidde ECS Advanced Delivery 
Fire Suppression System 
Component Description

Combined Cylinder Strap for 4070 cu. in. 
and 4890 cu. in. Nitrogen Drivers
DESCRIPTION
Kidde ECS Advanced Delivery Fire Suppression System
Combined Cylinder Straps for Nitrogen Drivers offer the
convenience of one strap installation for a two driver sys-
tem. Custom made for use with the Kidde ECS Advanced
Delivery System nitrogen drivers, the strap is available in
two sizes: one custom fit for a 4070 cu. in. nitrogen driver
cylinder and one for the 4890 cu. in. nitrogen driver cylin-
der. The strap is used in conjunction with dual nitrogen
driver systems. Made of high quality steel, the strap is
durable enough to withstand typical installation environ-
ments and is designed for easy, secure installation.

INSTALLATION
The agent cylinder and nitrogen driver cylinders are
secured in place using the combined cylinder strap. The
strap is to be bolted to a solid wall or a strut assembly in
two locations. Use 1/2-inch threaded rod and/or 1/2-inch
diameter nuts, bolts and washers to secure the mounting
strap to a vertical surface. After the containers are
securely mounted, they can then be connected to the dis-
charge piping per the system drawings.

SPECIFICATIONS
MATERIALS
Body: SAE 1020 Steel

Finish: Black

Approximate Weight:

4070 cu. in. Strap: 4.4 lb. (2.0 kg)
4880 cu. in. Strap: 5.6 lb. (2.5 kg)

ORDERING INFORMATION

COMPATIBILITY

FEATURES
• Available in Two Sizes, for 4070 and 4890 cu. in. 

Nitrogen Drivers

• Convenience of One Strap for Two Cylinders

• Easily Installed 

• Custom Fit for Nitrogen Banking

• SAE 1020 Steel

• UL Listed, File Number 4674

• FM Approved

• RoHS Compliant

Part Number Description

06-236173-001 4070 cu in Nitrogen Driver 
Combined Cylinder Strap 

06-236174-001 4890 cu in Nitrogen Driver 
Combined Cylinder Strap 

Series
For Use 

With

Kidde ECS Advanced Delivery with 

FM-200® Agent

X

Kidde ECS Advanced Delivery with 

3M™ Novec™ 1230 Fire Protection Fluid

X
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FM-200 is a registered trademark of E.I. du Pont de Nemours and Company.  3M and Novec are trademarks of 3M Company.

DIMENSIONS

4070 cu. in. Combined Cylinder Strap
(P/N 06-236173-001)

4890 cu. in. Combined Cylinder Strap
(P/N 06-236174-001)

15.75 in.
(399 mm)

10.9 in.
(277 mm)

21.4 in.
(544 mm)

1.75 in. (44.4 mm)

13.6 in.
(345 mm)

Hole Dia: 0.625 in. (15.9 mm)

16.50 in.
(419 mm)

11.4 in.
(290 mm)

22.4 in.
(569 mm)

Hole Dia: 0.625 in. (15.9 mm)

14.1
(258  mm)

1.75 in. (44.4 mm)
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Kidde is a registered trademark of Kidde-Fenwal Inc. All other trademarks are the property of their respective owners.

This literature is provided for informational purposes only. Kidde-Fenwal, Inc. assumes no responsibility for the product’s suitability for a particular application. The product 
must be properly applied to work correctly.If you need more information on this product, or if you have a particular problem or question, contact Kidde-Fenwal, Inc.

http://www.kiddefiresystems.com

